
Double Level 11.0 mm Pitch PCB Terminal Block.

1) Suitable for Lug type PCB Connections.

2) Available in 11 mm Pitch.

3) suitable for wire sizes from 0.5 to 2.5 sq mm.

4) Current rating is 25 amp.

TECHNICAL DATA

Pin Spacing 11 mm

Rated Voltage 300 V

Rated Current 20 A

Tightening Torque 1.2 Nm

Housing Material Polymide

Product Function Double Level for PCB

Wire Entry Orientation Parallel to PCB

Number of Poles 4

PCB Hole Size Diameter 1.6 mm

Mounting Possibility PCB

Screw Size M4

Operated by Screwdriver

CONNECTION DATA

Conductor Cross Section Stranded min. 0.5 mm²

Conductor Cross Section Stranded max. 2.5 mm²

Conductor Cross Section AWG/Kcmil min 22 AWG

Conductor Cross Section AWG/Kcmil max 12 AWG

Stripping Length 20 mm

DIMENSIONS

Height 28 mm

Width (Thickness) 23.5 mm

ORDERING INFORMATION

CAT. NO. DESCRIPTION STD. PACK

DDPT Double level 11.0 mm Pitch 4 screw clamp and 4
solder pins  available in  04 Pole.

50

APPROVALS

NOTES

Available in 4 Poles and it is  Stackable.
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RATINGS AS PER STANDARDS

STANDARDS UL 1059 CSA C.22.2 No:158 EN61984

Approvals UL CSA

Conductor Cross Section Stranded min. 22 AWG 22  AWG 0.5  mm²

Conductor Cross Section Stranded max. 12  AWG 12  AWG 2.5  mm²

Rated Voltage 300  V 300  V 300 V

Rated Current 20  A 25  A 24  A

Tightening Torque 14  lb-in 7  lb-in 1.2  Nm
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