SELECTED

el

Finolex

Cables Limited

AN IS/ISD 3001 COMPANY

CONSUMER VALIDATED
LLY ED NE B PE A
L i R AU
MEASUREMENTS 5Px0.5 | 10Px 0.5/ 20Px 0.5/ 50Px 0.5 100Px0.5| 200Px 0.5
Conductor
Material Solid Wire of Plain Annealed Copper
- Shape of Conductor Round
Diameter Nominal 0.50 mm
Nominal Cross Section Area Nominal 0.20 Sg. mm
Insulation | | i
Material Solid Polythene
Thickness 0.25 mm Minimum
Tolerance on Thickness of Insulation _Maximum 0.30 mm
Diameter of core over insulation Nominal 1.060 mm
Volume Restistivity 5000 ohims / km.
Tensile Sstrength Min. 100 Kq./ cm sq.
Sheath/Moisture Barrier | ] | [ ]
1) Moisture Barrier
Material An Aluminium Tape coated with polythene on both side
Wrapped Wrapped Over Cable Core
Thickness 0.30 +/- 15 %
Diametsr Over APL (Approx.) 6.30 8.10 10.60 15,60 21.30 29.60
2) Sheath
Material Black Polythene
Extruded Over Over Moisture Barrier
Thickness Nominal {mm) 2.00 2.00 2.00 2.00 2.00 2.20
Diameter Over Cable (Maximum) 11.00 13.20 17.00 22.00 28.00 37.50
Armouring
Material Galvanized Stes! Tape
Type of Armouring Helical Application of Two Steel Tape
Steel Tape Thickness 0.50 mm Nominal
Whether Galvanized Yes
Dia. Over Armouring (Approx.) 12.50 14.30 1680 21.80 27.50 35.75
Outer Sheath
Material Black Polythene
Thickness of Sheath (Nominal in mm)| 140 1.40 140 1.40 1.40 1.40
Overall Cable Diameter (Maximum) 18.00 20.20 24.00 29.00 36.00 45.50
Electrical Parameter

Resistance

86+ / -ohms / Km. at 20 deg C

Resistance Unbalance Ind Max.2.5% and Avg. Max 1.0%
Poly-Al Tape 0.3 mm
Mutual Capacitance at B0 Hz Ind Max. nf/Km - 52 + / - 4.5, Avg. Max. nf/Km. 52 +/- 3.0
CUPP Ind Max. pf/Km. 200, Avg. Max, pfr/Km. 50
CUPG Ind. Max. pf/Km. 3000, Avg. Max. pf/Km. 750
Cross Talk | | | |
ELFEXT Ind Min. dB/Km. 55
NEXT Min. dB 55
Attenuation 8.25 @ 150 KHz Ava.ax. dBf Km.
Di-electric strength 24KV
Factory Tests v
Cable Weight in Kq / Km (Approx.) 370.00 | 460.00 | 610.00 | 960.00 | 1450.00 2150.00
Recommended Minimum Bending Rag 12 times of Cable Diameter/2
Safe Pulling Force 1000 N
Length of Cable per Drum (meters) 1000 1000 1000 1000 500 400
Cable Drum ?
Net Weight (Drum) (approx.) 200 300 400 500 600 500
Cable Weight in Kg / Km (Approx.) 370 460 610 960 725 2150
Shipping Weight (Approx.) 570 760 1010 1460 1325 2650
Whether Cable Bear ISI Mark No
IS1 License No. Not Applicable
Insulation Resistance Ohms / Km. Min, - 5000
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