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Tarang Bright LED Batten

CATALOG NUMBER

TYPE NUMBER
DESCRIPTION

BIS Safety Standard
SIZE & WEIGHT
MATERIAL

COLOUR & FINISH
ELECTRICAL

PROTECTION CLASS :

LUMEN

CCT

CRI

LIFE HOURS

Product Warranty

QUANTITY

MOUNTING TYPE
APPLICATION AREA

KEY FEATURES:

REGD. DESIGN

. 31409

9150 055 79401 (C.D.L)
9150 055 79501 (N.W)
9150 055 79601 (W.W)

L

Tarang Bright LED batten

1S 10322
(Part SiSec1)

Complying BIS standard

R-87000019

» L:1220mm W: 24mm H: 20mm & 250gm

PCM Channel (metal glossy White color)
PC Diffuser, PPTF (End Covers)

: White & Glossy

Pin: 20W+10%
lin: 75-90mA
Uin: 240V

| out: 200mMA
Pout: 18W
P.F: 0.9

Class Il

: 1900Lm +10%

6500K +360K, 4000K+200K, 3000K+200K (Available all three CCT)

: >80

: 15000hrs at Ta= 35 °C at Standard Test condition.

. 2 years (warranty changes as per company policy)

: Inner (Colored) Box quantity: 01pcs, Size: 1220mm x 30mm x26mm

: Outer Box Quantity: 20pcs, Size: 1308mmx 160mm x 110mm

: Wall mounted with easily installation metal Clip provided

For Indore use (Living Room, Bedroom, Dining Room Lobby)

Pre painted CRCA sheet for better strength and corrosion resistance
Metal LED Batten, Sleek Design, and Wider Lighting area

Essential LED Batten for your Home.

Wide Voltage Tolerance 160V to 360V

No Harmful UV/IR radiation

. Applied

9150 055 79401 _79501_79601_ RO1



