
Electronic Ignitors for HID
lamp circuits (India)
SN 58/02

Electronic ignitors for HID lamps

Product data

• General Characteristics
Rated Lamptype SON/MHN
Application code 58/02
Line Voltage 220/240 V
Line Frequency 50/60 Hz

• Operating Characteristics
Ignition type Semi-Parallel

• Temperature Characteristics
T-case maximum 80 (max) C
T-ambient -20 (min), 90 (max) C

• Product Dimensions
Length A1 76.0 mm
Height C1 37.5 mm
Fixing Hole Diameter
D1

4.3 mm

• Approval & Application Chars
CE marking No

• Product Data
Order code 913702261012
Full product code 913702261012
Full product name SN 58/02
Order product name SN 58/02
Pieces per pack 1
Packing configuration 50
Packs per outerbox 50
Bar code on pack -
EAN1

8711500996350

Bar code on
outerbox - EAN3

8727900068399

Logistic code(s) -
12NC

913702261012

Net weight per piece 0.051 kg

Dimensional drawing



Dimensional drawing

A1

C
1

B
1D
1

A2

SN 58/02
Product A1 (Norm) B1 (Norm) C1 (Norm) D1 (Norm)

SN 58/02 76.0 - 37.5 4.3
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