
Data Sheet : Induction Motor
Champion Series

Motor Type : 1LA2 207-2NB80

Number of Phases 3

Rated Output kW 30

Rated Voltage V 415

Rated Current A 50 Reference Standard IS:12615

Rated Speed rev/min 2948 Enclosure  IS:4691 IP55

Rated Frequency Hz 50 Cooling  IS:6362 IC411

Rated Torque Duty  S1

100%  load     % 93.3 Type 1XB7 322

Efficiency :   75%  load      % 93.3 Terminal Terminal Size M8

  50%  load      % 92.5 Box No. of Terminals 6

100%  load     % 0.89 Data Max. Cable 

Power Factor :   75%  load      % 0.87 Section mm² 2R 3½C 35mm²

  50%  load      % 0.81 Drive End 6312Z C3

Insulation Class F Non-Drive End 6312Z C3

Temperature rise (Res.method)    K 70  

Lubrication                  

Life   L10   hrs.   # 50,000

Locked rotor Hot     (s) 19 Lifting eyebolt  IS:4190 M16

withstand time Cold     (s) 34 Motor weight (approx.) kg 250

Stator connection DELTA GD²  (4x MI) kgf.m² 0.64

Rotor Class KL13 Weight kg 56

Construction  IS:2253 IMB3

Ratio of starting

current to the 100% voltage 6.5 Frame designation 200L

rated current   80% voltage 4.8

Ambient Temperature °C 50

Ratio of starting Voltage Variation % ± 10

torque to the 100% voltage 2.1 Frequency variation % ± 5

rated torque   80% voltage 1.2 Combined Voltage  & 

Frequency variation % 10

Ratio of Breakdown

torque to the  100% voltage 2.8

rated torque   80% voltage 1.7 Data subject to tolerance as per IS:12615.
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s

9.9 kgf.m / 97 Nm
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