
Cable Size & Type: 2 Pair x 0.5 mm BC Switch-Board & Telephone Cable with FR PVC Sheath/Jacket.

Specification: G/WIR - 06/02 - MAY 94. & Finolex Specification.

Sr. No. PHYSICAL PARAMETERS UNIT

Conductor  

Material - Solid Annealed Copper Conductor

Diameter mm

Insulation  

Material -

Diameter mm

Colour Combinations of Pairs

3 Unit Size & No. of Units -

Sheath / Jacket  

Material -

Colour -

Thickness mm

Diameter mm

5 Packaging -

Sr. No. PARAMETERS UNIT

1 Conductor Resistance at 20 deg. C Ω/km

2 Resistance Unbalance %

3 Mutual Capacitance hF/Km 

4 Capacitance Unbalance Pair to Ground pF/Km

5 Capacitance Unbalance Pair to Pair pF/Km

6 Insulation Resistance in Air M.Ω/km

for Finolex Cables Ltd., Urse, Pune.

10,000 Min.

Ind. Max. 2.50

Avg. Max. 50.00

Ind. Max. 2500

Ind. Max. 250

90m coil packed in Mono box & such 10 

boxes are packed in master box or 500 mtrs 

in coil form.

E L E C T R I C A L   P A R A M E T E R S

SPECIFIED VALUES

Avg. Max. 92.20

1) White - Blue

2) White - Orange

2 Pairs x 1 No.

4

 

FR PVC

Grey

0.40 mm Nom.

3.90 mm (Approx.)

0.5 Nom.

 

High Density Polyethylene

0.92 Nom.

1

2

FINOLEX CABLES LIMITED, URSE, PUNE.

GENERAL TECHNICAL PARTICULARS

SPECIFIED VALUES

 


