
Sr.

No.
0.75 1.0 1.5 2.5 4.0 6.0

1

1.1

1.2

1.3

1.4

2

2.1

2.2

2.3 0.75 1.0 1.5 2.5 4.0 6.0

2.4 21/0.203 28/0.202 28/0.245 48/0.243 56/0.30 84/0.30

2.5 26.0 19.5 13.30 7.98 4.95 3.30

2.6 11 19 23 32 42 55

2.7

3

3.1

3.2

0.44 0.44 0.44 0.53 0.62 0.62

0.60 0.60 0.60 0.70 0.80 0.80

2.20 2.35 2.65 3.25 3.95 4.60

2.25 2.40 2.70 3.30 4.00 4.65

2.30 2.45 2.75 3.35 4.05 4.70

4

5 Printing / Marking on cable ( sample text )

For, Finolex Cables Ltd., Urse, Pune.

Conductor Construction ( Nos./No.Dia.)

Insulation Thickness ( Avg.) mm
3.3

3.4

Standard Packing Length

Cable Diameter ( min.)

Cable Diameter ( Nom.)

Cable Diameter ( max.)

Material

Insulation Colors

Insulation Thickness (min.) mm

INSULATION

Max.  Conductor  Resistance  @  20°C  

(Ω/kms)Current  Rating DC  or AC ( Amps )

Maximum continuous Conductor temp.

Voltage Grade

Standards Applicable

CONDUCTOR

Material

Shape

Nom. Cross Sectional Area (Sq. mm)

Name of Manufacture

HALOGEN FREE FLAME RETARDANT (HFFR) SINGLE CORE UNSHEATHED 

E- BEAM CROSS LINKED FLEXIBLE CABLES

FINOLEX CABLES LIMITED, PUNE, INDIA.

Type of Cable

F I N O L E X     C A B L E S     L I M I T E D,   P U N E,   I N D I A.
MANUFACTURING SPECIFICATION : HFFR  ( FINOULTRA ) 

Description / Size in SQ mm

GENERAL

Red,  Yellow,  Blue,  Black &   Green or as per customers requirement

FINOLEX   FINOULTRA  HFFR  EBXL  (XZ)   6.0 SQ. MM   1100V   ISI (Logo)  IS 

17048  CM/L - 7500291411   RoHS  REACH  (Finolex logo)

90 Mtr printed mono packing.

Circular

1100 VOLTS

IS 17048 : 2018

90 °C

HFI - XL 90  E- Beam Crosslinkable (Thermoset) as per IS 17048 : 2018

Bright Plain Annealed High Conductivity Copper Conductor as per Class 5 of IS 

8130:  2013.


