
MEASUREMENTS 5 Px 0.5mm A 10 Px 0.5mm A 20 Px 0.5mm A 50 Px 0.5mm A 100 Px 0.5mm A 200 Px 0.5mm A

Ref.Standard

Conductor

Material

Shape of Conductor

Conductor Diameter

Insulation

Material

Nominal external Diameter of 

insulated conductor(mm)

Cable Filling Compound

 Moisture Barrier

Minimum Poly-Al overlap (mm) 3.00 3.00 3.00 3.00 3.00 6.00

 Sheath

Material

Extruded Over

Minimum Sheath Thickness (mm) 1.30 1.30 1.30 1.30 1.30 1.50

Max.Diameter Over Sheath (mm) 11.00 13.20 17.00 22.00 28.00 37.50

Armouring

Material

Type of Armouring

Outer Jacket

Material

Minium Jacket thickness (mm) 1.05 1.05 1.05 1.05 1.05 1.35

Maximum Cable Diameter (mm) 16.50 20.20 24.00 29.00 36.00 45.50

   Electrical Parameter

Resistance 86 +/- 7 ohms / Km. at 20 deg C

Resistance Unbalance Ind Max.2.5% and Avg. Max 1.0%

Mutual Capacitance at 800 Hz Ind Max. nf/Km - 52 + / - 5.5, Avg. Max. nf/Km. 52 +/- 4.0

CUPP Ind Max. pf/Km. 200, Avg. Max. pf/Km. 50

CUPG Ind. Max. pf/Km. 3000, Avg. Max. pf/Km. 750

Di-electric strength

Insulation Resistance

Packing details

For Finolex Cables Ltd,Goa

M/s.Finolex Cables Ltd,Goa.PIJF Cable Div.
DATA SHEET OF JELLY FILLED TELEPHONE CABLES

Solid Wire of Plain Annealed High Conductivity Copper

Round

Generally conforms to GR/CUG-01/03 AUG 2003

Copper

 0.490 +/- 0.004 mm

Extrusion

Solid Polythene (HDPE)

1.000

Extrusion

Petrolium Jelly used as cable Filling Compound

An Aluminium Tape coated with polythene on both sides

750 mtr to 1100 mtr

2.4 KV DC for 3 sec.

Minimum - 5000 Megohm-Km

Black Polythene(LDPE)

Over Moisture Barrier

Galvanized Steel Tape

Two  Applications of Galvanized Steel Tape

Extrusion

Black Polythene(LDPE)




